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Abstract—Semiconductor quantum dots (QDs) are the subject of
intensive research worldwide due to a number of novel properties,
which make them of interest for both fundamental science and
technological applications. QDs are of particular interest for solar
cell applications due to their ability to increase efficiency via the
generation of multiexcitons from a single photon. The efficiency
of multiexciton generation (MEG) in colloidal QDs is determined
by the competition between MEG and other hot electron-cooling
processes. Core/shell QDs with type-II band alignment offers extra
degrees of freedom in mediating both the optical dipoles and the
Coulomb interaction between charges in such structures for the
benefit of elevated MEG efficiency.
Index Terms—Absorption, core/shell, multiexciton generation
(MEG), quantum dot solar cells.
I. INTRODUCTION
NANOMATERIALS have recently emerged as possiblebuilding blocks for solar energy conversion devices [1],
[2]. One of the most promising types is the semiconductor quan-
tum dot (QD)-based solar cell. QDs possess several advantages
for use as light harvesters in solar cells. First, the well-known
size quantization effect allows the absorption spectrum to be
tuned by changing the QD size or shape [2]. Second, colloidal
QDs can be used in low-cost solution processing for incorpo-
ration in thin-film photovoltaics [3]. Third, QDs have broad
absorption profiles and possess large extinction coefficients and
intrinsic dipole moments compared with conventional dyes [4],
[5]. Fourth, colloidal QD-based cells are compatible with other
techniques beneficial to photovoltaic efficiency, such as light
trapping by plasmonic nanocolloids [6]. Fifth, the optical prop-
erties of colloidal QD can be further controlled via the ligands
used to passivate their surface [7]. Finally, QDs raise the pos-
sibility of utilizing hot electrons [8] or multiexciton generation
(MEG) [9], [10] (the generation of two or more excitons from a
single photon) to maximize the efficiency of solar cells.
In a standard solar cell, all of the energy of an absorbed photon
in excess of the effective bandgap of the material is dissipated as
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heat and essentially wasted. In colloidal QDs (for example, made
of CdSe, CdTe), this excess photon energy can be utilized due to
a process known as MEG or direct carrier multiplication. In this
process, the high-energy photon creates a high-energy exciton
that can decay into a biexciton. For this process to occur, the
energy of the exciton has to be at least twice as big as the energy
of the effective optical gap, i.e., Een −Eh0 ≥ 2 |Ee0 − Eh0 |,
where e0 and h0 denote the electron and hole ground states
and en is a state higher in the conduction band. This allows
for greater utilization of high-energy photons and dramatically
increases solar cell efficiency. The MEG process competes with
other radiative and nonradiative recombination and relaxation
processes, most of all with Auger cooling [11]–[13]. To fur-
ther increase the solar cell efficiency, it is necessary to optimize
the shape and composition of the QD in order to maximize the
ratio of MEG to cooling processes. Theoretical predictions in-
dicate that MEG has the potential to enhance the efficiency of
a single-gap cell from 33% to 44% [14], [15]. Full realization
of this potential requires that the energy threshold for MEG be
minimized. An attractive interaction between excitons reduces
the threshold by the biexciton binding energy BXX , but this has
been found to be small (−10 meV) for type-I QDs. Previous
calculations of BXX = EXX − 2EX in type-II CdSe/CdTe QDs
have found a large repulsion between excitons [16], while ex-
periment suggests the opposite, i.e., stronger attraction between
excitons in the biexciton. To resolve this ambiguity and gain
deep insight in the excitonic structure of colloidal core/shell
CdSe/CdTe type-II QDs, we investigate many-electron effects,
like correlation and exchange on the excitonic structure in this
class of QDs. We also calculate the effect of the reduction of
the MEG threshold by strong biexciton binding on the ultimate
efficiency of an ideal cell.
II. THEORETICAL METHOD
When compared with the single-material QD, core/shell QDs
offer an extra degree of freedom in designing a type-II struc-
ture in which the conduction and valence band states can be
spatially separated. This separation is schematically shown in
Fig. 1. In the case of QDs with a CdSe core and CdTe shell, af-
ter a certain shell thickness, the valence band states are strongly
confined in the shell region, while conduction band states are
either confined in the core or spread over the whole structure.
Our approach can be divided into two parts: First, we calculate
the single-particle electron and hole states, and then, we use that
information to build the many-body Hamiltonian that is used to
calculate many-body states such as excitons and biexcitons. To
find single-particle states, we used the eight-band k · p Hamil-
tonian that includes effects of strain and piezoelectricity at the
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Fig. 1. Electronic structure for (a) a type-I and (b) a type-II QD (VBM = va-
lence band maximum and CBM = conduction band minimum). In a type-I
structure, both carriers reside in the core, while for a type-II structure, the elec-
tron is in the core and the hole in the shell (or vice versa). In a quasi-type-II
structure, one carrier is confined to either the core or shell and the other is either
delocalized over the whole QD or confined in the opposite region. The color
maps compare the electron (blue) and hole (red) wave functions in type-I and
type-II QDs and were obtained using the “kppw” code.
core/shell interface [17], [18]. The Hamiltonian is parameterized
by material parameters taken either from experiment or from ab
initio hybrid density functional calculation using B3LYP and
PBE0 functionals [19]. The large difference in dielectric per-
mittivities of QD and colloid materials induces significant sur-
face charges, which strongly interact with the charges inside
the QD [16], [20]. This effect is fully taken into account in our
model by spatial variation of the dielectric constant ε = ε(r)








ψ∗i (r1)ψ∗j (r2)ψk (r2)ψl(r1)
εr (|r1 − r2 |)|r1 − r2 | (1)
where e is the electron charge, ε0 is the permittivity of free
space, εr is the spatial variation of the relative dielectric pre-
maturity across the QD, and ψ(r) are the single particle swage
functions of states involved in the Coulombic interaction. The
dielectric properties of the constituent materials were predicted
by the time-dependent density functional theory [21]. The many-
body configuration interaction (CI) Hamiltonian contains only





























(Viljk−Vikj l) eˆi†hˆj †hˆk eˆl .
(2)
To get excitonic states, we write the Hamiltonian [see (2)] in a
two-particle basis (one electron and one hole) |i, j⟩ = |ei⟩ |hj ⟩,
Fig. 2. Energies of the 1S (e )1/2nS
(h )
3/2 (n = 1, 2) excitons (theory lines) for
CdTe/CdSe QDs with (a) ac = 1.72 nm and (b) ac = 1.95 nm; experimental
data are shown as filled symbols. Error bars represent an uncertainty of 1 ML
(≈±0.3 nm) in the shell thickness. Dashed lines show upper and lower limits
on the exciton energies resulting from an uncertainty of 1 ML in the nominal
core radii.
and for biexcitons, we use a four-particle basis |i, j, k, l⟩ =
|ei⟩ |hj ⟩ |ek ⟩ |hl⟩ [18].
III. RESULTS AND DISCUSSIONS
The 1S(e)1/2nS
(h)
3/2 (n = 1, 2) states are the two lowest en-
ergy excitons observed in the absorption spectra of colloidal
CdTe/CdSe NCs [22]–[24], making them the most important
for understanding the near band-edge absorption characteristics





3/2 exciton energies (solid lines) calculated using the
CI Hamiltonian as a function of shell thickness for CdTe/CdSe
QDs with (a) ac = 1.72 nm and (b) ac = 1.95 nm. Dashed lines
show upper and lower limits on the exciton energies resulting
from an uncertainty of 1 monolayer (ML) in the displayed core
radii (∼±0.3 nm). Filled circles show exciton energies taken
from the first and second absorption peak positions in absorp-
tion spectra measured by 1) Ma et al. [25] and 2) Oron et al.
[22]. We see good quantitative agreement between the calcu-
lated exciton energies and the experimental data, with the data
lying in the channels defined by an uncertainty of ±1 ML in
the core size. Our calculations accurately reproduce the 0.25-







excitons that is nearly independent of shell thickness. This con-
stant energy separation is characteristic of changing electron
confinement but approximately constant hole confinement in
heterostructures when hole is mainly confined in the core region.
In Fig. 3, we compare the exciton dipole spectrum of
(a) an ac = 2 nm, as = 1 nm CdTe/CdSe QD and (b) an
“equivalent” ac = 3.8 nm CdTe QD calculated using the CI
Hamiltonian. The radius of the core-only QD is chosen such
that the absorption wavelength of its ground state exciton is







3/2 excitons is increased
from ∼0.1 eV in the core-only QD to ∼0.18 eV in the
core/shell structure. The size of the ground state exciton op-
tical dipole matrix element is reduced by about 30%, from
0.15P 20 (where P0 is the bulk optical dipole matrix element)
in the core-only QD to 0.11zP 20 in the core/shell QD due
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Fig. 3. Exciton dipole spectrum of (a) an ac = 2 nm, as = 1 nm CdTe/CdSe
QD and (b) an ac = 3.8 nm CdTe QD calculated in the FCI scheme using a
nonuniform dielectric constant ε(r) = ε(r). (c) Absorption spectra correspond-
ing to the dipole spectra shown in (a) and (b) are shown as solid and dashed
lines, respectively.
to reduced election–hole overlap and electron delocalization
(theac = 2 nm,as = 1 nm QD lies in the quasi-type-II regime1).
As expected, the CdTe QD shows slightly stronger absorption
than its CdTe/CdSe QD counterpart [see Fig. 3(c)], mainly
due to the better overall overlap between electron and hole
states in core-only QDs compared with type-II structures. How-
ever, we note that type-II QDs overall have superior absorp-
tion properties compared with core-only QDs for the impor-
tant application area of QD-sensitized solar cells. For example,
the type-II band alignment allows the band-edge absorption to
be red-shifted compared with the core-only QD—this is often
desirable because the optimum energy for exploitation of the
solar spectrum is ∼1.35 eV. Type-II QDs also allow greater ab-
sorption ranges to be achieved compared with core-only QDs
since the absorption edges are not limited by the energy gap of
the underling bulk materials.
As previously mentioned, full realization of MEG potential
for elevated solar cell efficiency requires that the energy thresh-
old for MEG be minimized. An attractive interaction between
excitons reduces the threshold by the biexciton binding energy,
but this has been found to be small in magnitude for type-I
QDs [26]. Previous calculations of BXX in type-II CdSe/CdTe
QDs have found a large repulsion between excitons. Here, we
show that taking into correlation account allows combinations of
core diameter and shell thickness to be found for a CdSe/CdTe
core/shell QD that result in large values of BXX < 0. Using
the full CI Hamiltonian, we have found that: 1) it is not possible
to predict biexciton binding using the Hartree approximation
alone when effects of exchange and correlations are ignored; it
can only be predicted with a full CI Hamiltonian; 2) CI predicts
BXX ≃ −45meV for structures with∼0.5 nm thick shell; 3) it is
not possible to predict biexciton binding for structures with shell
thickness >0.75 nm if dielectric confinement is ignored; and 4)
a proper calculation of BXX requires the inclusion of correla-
tion and surface polarization effects. The strong biexciton bind-
ing found is explained by a stronger reduction in the Coulom-
bic repulsion between holes than reduction in the attraction
between electrons and holes on the addition of the CdTe shell
1Quasi-type-II regime means that one of the charges, in this case hole, is
delocalized over both core and shell regions.
Fig. 4. Correlation energy of 1S (e )1/2 1S
(h )
3/2 excitons in ac = 3.5 nm
CdSe/CdTe QDs as a function of the shell thickness.
Fig. 5. Radiative recombination time of the 1S (e )1/2 1S
(h )
3/2 exciton as a function
of the shell thickness in CdSe/CdTe QDs with ac = 2 nm. The line shown
connecting the points is a guide to the eye only.
layer, which is a consequence of the fourfold degeneracy of the
hole ground state imposed by symmetry of the structure.
The characteristic minimum in BXX that occurs for certain
CdTe shell thicknesses cannot be explained unless the quantum
mechanical effect of correlation is taken into account explic-
itly. Our CI analysis suggests that there are large differences
between the correlation energy Ecorr.XX of a biexciton and the
correlation energy Ecorr.X of the exciton, i.e., that the relation
Ecorr.XX = 2Ecorr.X does not hold. In Fig. 4, we present the exciton
correlation energy as a function of shell thickness in CdSe/CdTe
QDs with ac = 3.5 nm. It is visible that the correlation energy
reaches its minimum in the vicinity of the localization boundary
for the ground state hole, i.e., for the shell thickness when hole
charge density starts to localize from core toward the shell re-
gion [24]. This characteristic distance coincides with the one at
which BXX exhibits its largest value, suggesting that the domi-
nant effect on large biexciton binding in core/shell structures is
due to effect of correlation.
Using the correlated exciton energies and correlated optical
dipoles, we have predicted that the radiative times in CdSe/CdTe
QD with ac = 2 nm increase by only one order of magnitude
(from ∼2 to ∼20 ns) when the QD shell thickness is increased
from 0 to 2 nm (see Fig. 5). These results are in excellent
agreement with experimentally measured radiative times on
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Fig. 6. Auger electron cooling as a function of the shell thickness in
CdSe/CdTe QDs with ac = 2 nm and several line broadenings, ∆. ∆ is varied
across a plausible range, and the resulting change in Auger electron cooling
times indicates the error associated with the calculated values. The lines shown
connecting the points are a guide to the eye only.
similar type-II QD structures [23]. However, the same change
in shell thickness causes the nonradiative Auger electron cool-
ing times to increase by three orders of magnitude (from ∼1 to
∼1 ns) (see Fig. 6). Such a dramatic slowdown of the Auger
electron cooling could be of the potential benefit for increased
MEG efficiency. The observation that radiative lifetimes and
Auger cooling times can be changed by one and three orders of
magnitude, respectively, seems to be unique to colloidal type-
II QD structures and distinct from epitaxially grown type-II
structures in which both times increase over three decades by
appropriate wave function engineering [27]. We attribute this
behavior to the strong dielectric confinement effects existing
in colloidal structures [24], in contrast with epitaxial structures
which have uniform dielectric constants.
The potential increase in solar cell performance produced by
MEG has been investigated previously for colloidal QDs with a
negligible biexciton binding energy [14], [15], [28]. These stud-
ies used the “detailed balance” model introduced by Shockley
and Queisser [29] to determine the effect of MEG on the maxi-
mum efficiency of an ideal device. Such a device is assumed to
lose some of the energy of incident sunlight by three processes:
solar photons with energy less than the bandgap, Eg , are not
absorbed and so do not contribute to the photocurrent; some of
the photogenerated carriers radiatively recombine; and the en-
ergy of the absorbed photon in excess of the bandgap is lost as
heat as the photogenerated carriers cool to the band. The relative
contribution of these processes to the overall energy budget de-
pends on the bandgap of the material [30], but for a value close
to the optimum of Eg ≈ 1.3 eV for exploitation of the solar
spectrum [29], the most important loss mechanism is the cool-
ing of the carriers. For a single-junction Si device, for instance,
carrier cooling accounts for 47% of the incident energy, com-
pared with 1.6% and 19% for radiative recombination and
low-energy photons remaining unabsorbed, respectively [31].
However, the MEG process allows some of the energy of the
hot carriers to be used instead to generation additional electron–
hole pairs before cooling occurs, thus enhancing the photocur-
rent of the cell. MEG can occur only when one or other of the
photogenerated electron or hole has an energy above the band
edge equivalent to Eg . Since the excess energy available after
absorption is divided between the two carriers depending on
their relative effective masses, with the lightest carrier receiving
the most energy, the most efficiency situation is when one car-
rier has a much smaller mass than the other [30]. In this case,
the threshold for MEG occurs for photons of energy approxi-
mately equal to 2Eg . At this point, the photogeneration quantum
yield (QY), which is zero below the bandgap and equal to 100%
for energies above the bandgap but below the MEG threshold,
rises to 200%. The QY rises by an additional 100% every time
the photon energy, hν, reaches another multiple of Eg , e.g., at-
taining 300% for hν = 3Eg , 400% for hν = 4Eg . In contrast,
without MEG, the value QY remains at 100% for hν ≥ Eg . The
effect of MEG can be incorporated in the detailed balance model
by using a QY function that increases stepwise by 100% as hν
equals each multiple of Eg . This analysis yields a maximum
solar efficiency of 44%, a significant improvement on the value
of 33% without MEG [14], [15], [28].
Schaller et al. [26] first recognized that an attractive inter-
action between excitons would improve the efficiency of pho-
tovoltaic devices benefiting from MEG, reducing the threshold
photon energy by BXX . However, the authors also recognized
that biexciton binding in type-I colloidal QDs was too weak,
at BXX ∼ −10 meV, to have a significant effect. The potential
enhancement to solar cell output produced by the combination
of efficient MEG and strong biexciton binding was analyzed
by McElroy et al. [32]. This study was based on the detailed
balance model and included the effect of MEG by the stepwise
increase in QY used previously. However, the additional photon
energy required for each step increase in QY above 100% was
reduced by BXX . This was expressed as
QY (hν, Eg )=
∞∑
n=1




where θ is the Heaviside unit step function, and ϵi is the energy
required to create the ith exciton. The exciton creation energy
for the first exciton is just the bandgap, i.e., ϵ1 = Eg , and for
simplicity, it was assumed that exciton interactions reduce the
energy required to create further excitons by the same amount
i.e., ϵi>1 = Eg −BXX . The reduced energy need to produce




QY (hν, hνn )φ(hν)d(hν) (4)






QY (hν, hνn )(hν)2
exp{[hν − qV QY (hν, hνn )]/kBT}− 1d(hν)
(5)
since both integrals depends on BXX [15]. In the expressions
above, φ(hν) is the spectral photon flux density, h is Planck’s
constant, q is the electronic charge, c is the speed of light, hν
is the energy of the sun photons, kB is Boltzmann’s constant,
and T is the temperature (set to 300 K here). The operating
voltage V is assumed to be equal to a constant quasi-Fermi level
separation and is numerically optimized to give the maximum
efficiency, which is the ratio of output power to input power,
given by ηpv = (Ipg − Ir) · V/Ee , where Ee is the total solar
irradiance. Here, the total irradiance and solar flux are set to
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Fig. 7. Potential benefit of MEG to solar cell efficiency calculated by the
detailed balance method and without sunlight concentration: efficacy is given
as a function of optical gap for several values of BXX , incorporating the effects
of MEG.
the AM1.5G solar spectrum [33]. Fig. 7 shows the efficiency
of an solar cell calculated in this way as a function of Eg for
a number of values of BXX . Also shown for comparison is
the efficiency of an ideal device without MEG, reproducing the
results first reported by Shockley and Queisser. ForBXX = −10
meV, which corresponds to the typical binding energies reported
for type-I colloidal QDs [34], the efficiencies peaks at 45%,
only a marginal increase on the maximum achieved for a cell
benefiting from MEG but with no binding. The peak efficiency
grows to 46% and then to 47% as BXX increases to −25 and
−50 meV, respectively. The largest biexciton interaction energy
reported to date is ∼100 meV [35], although this was repulsive
(i.e., antibinding) rather than attractive, it gives an indication
of the magnitude of the biexciton interaction energies that can
be achieved in a type-II colloidal QD. For a binding energy
of −100 meV, the peak efficiency rises to 50% and would rise
to as much as 60% if it was possible to produce a binding of
−200 meV. It can also be observed from Fig. 7 that the value
of Eg corresponding to the peak efficiency shifts progressively
to lower values as the photocurrent is enhanced first by MEG
alone, and then by the combined effects of MEG and biexciton
binding.
IV. CONCLUSION
In contrast with core-only QDs, our results show that
the charge separation due to the type-II band alignments in
core/shell QDs leads to strong deviations from the strong
confinement approximation; this necessitates the inclusion of
exchange and correlation effects for the realistic description of
exciton states [24]. The exciton binding energy and recombi-
nation probability can be significantly affected by the dielectric
environment. By varying the shell thickness, the absorption
properties of core/shell structures are slightly affected when
compared with equivalent core-only QD structures. However,
the introduction of a shell leads to 1) the appearance of
strongly bound biexcitonic states that minimize the threshold
for the MEG process; 2) increased radiative times in core/shell
structures when compared with equivalent core-only QDs (en-
abling better charge extraction in core/shell MEG structures);
and 3) while radiative relaxation times are increased by one
order of magnitude with introduction of shells, the detrimental
Auger election cooling process is slowed down by three order
of magnitudes from∼1 ps to∼1 ns time scale. All those effects
acting together can make the colloidal core/shell QD structures
promising material for MEG solar cells.
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